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MEDICAL OXYGEN FILL RACKS, CARTS & PORTABLE SYSTEMS




OxyTOTE - ALL-IN-ONE OXYGEN SYSTEMS

OxyTOTE Regulator Kit

The OxyTote “All in One” regulator system is perfect for
transporting and dispensing oxygen in one easy to use package.
With Western’s innovative concept and design, the OxyTOTE
provides optimal performance in a click style regulator by
delivering the liter flow needed without the time and frustration of
matching regulators and cylinders. With the “all in one” design, it
is the safest, easiest, most cost effective method of distributing
oxygen on the market. The OxyTOTE, like all Western products,
meets exacting standards for performance and reliability.

FEATURES:

- Regulator and cylinder valve combined into one unit
- Provides therapy by delivering prescribed liter flow
- User can initiate flow without any hassle or connections
- Compact design with all brass body
- Maximum rated inlet pressure 3000PSI
- Transfill through CGA 540 port
- Filtration throughout for maximum safety
- Integral reseating relief valve protects against over-pressurization
- Protective shroud ensures safety and lasting performance
-1 Y% 2 diameter gauge
-5 year limited warranty
OxyTOTE KIT SPECIFICATIONS

Part # MTR-500 (for aluminum cylinder)
OxyTOTE Regulator System _ MTR-510  (for steel cylinder)
The OxyTOTE 2All in One® System packages an aluminum :
or steel cylinder with the all in one® regulator kit to provide Size T-UZHX 4120
the ultimate portable oxygen system. OxyTOTE combines \Ab'ght f’/'bls 23468 10 15 25LPM
features the user requires with a design the gas filler will appreciate. ow 2565500 55
—_— — —_
OxyTOTE SYSTEM SPECIFICATION
Cylinder Size 679 liter “E” alum. 665 liter “E” steel 425 liter “D" alum. 246 liter 2C° alum . 170liter 2MB64° alum.
System Size RUPHX4UPW  UPHX4UPW  23-UPHX4YPW 18°HxX 4-1/2° W 15-VAPHX 4120 W
System Weight 10.31bs. 12.61bs. 791bs. 6.51bs. 5.8Ibs
Regulator How Y2-25 Y2-25 Y2-25 Y2-25 Y2-25
(SLPV)




MEDICAL CYLINDER FILLING STATIONS

Western's medical cylinder fill racks are designed to grow with your expanding business. Our system
incorporates safety features and an ergonomic design into a space efficient and expandable system.

Much of the strength of Western® fill rack lies in its ability to adapt to suit the needs of the end-user.
Western® system allows for a variety of configurations so you can assemble a unit that meets your
specific needs. Customized fill racks available.

24 CYLINDER FILL RACK

FEATURES:

y Wholly contained turn-key system
y Inter-piped and interconnected

y Standardization and uniformity

y Two levels to maximize floor space
y Quick and easy connections

y Durable construction

SPECIFICATIONS:

Designed for Oxy-tote systems

All steel construction

Powder coat finish

Fill 12 or 24 cylinders per session
Cylinder channels 30° angle
Expandable system.

All brass headers (2) rated 3000 psi
24° Hand-tight pigtails with spring guard
Pigtails rated 3000 psi

Control panel attached

Fill and vacuum with same line
Attached vacuum pump storage option
Permanent installation or portable
Dimensions W 72°-H 68°- D 30°
Weight 385#

FER-1-24 24 Cylinder Fll Rack with CGA-540 Handtight Connections

FER-1-24P | 24 Cylinder Fill Rack with CGA-540 Handtight Connections and Control Panel

FER-2-24 24 Cylinder Fll Rack with CGA-870 Fastest Medimate Connections

FER-2-24P | 24 Cylinder Fill Rack with CGA-870 Fastest Medimate Connections and Control Panel
FER-3-24 24 Cylinder Fill Rack with CGA-540 Fastest Medimate? Connections

FER-3-24P | 24 Cylinder Fll Rack with CGA-540 Fastest Medimate2 Connections and Control Panel

FER-4-24 24 Cylinder Fill Rack with CGA-870 Handtight Yoke Connections

FER-4-24P | 24 Cylinder Fill Rack with CGA-870 Handtight Yoke Connections and Control Panel

WE SPECIALIZE IN CUSTOM DESIGNED FILL RACKS. CALL WESTERN FOR PRICING.



LOWER VOLUME SERIES - MEDICAL CYLINDER FILL RACKS

12 CYLINDER 20XY-TOTE® PORTABLE FILL RACK

Ideal for filling Oxy-Tote units and all other types of cylinders
Tube holders for cylinder support

Standard 24° hand tight pigtails with spring guard feature
Durable powder coat finish

CGA-540 valves each end

Connect racks with pigtails to increase capacity

4 rubberized wheels — 2 locking / 2 fixed

All brass manifold header.

Pigtails and manifold rated at 3000 P.S.I.

Header painted epoxy white

Dimensions W 48° H45° D24°

Weight 190# (155# Cart Only)

Part # FEC-3-12

PORTABLE FILL RACKS FOR POST VALVE TYPE CYLINDERS

Durable steel construction Western offers many models
12-20-24 cylinder capacity for smaller volume gas
Forest green powder coat finish ; ; ;
CGA540 valves each end. suppliers and distributors.
Optional isolation valve on 12 & 20 cylinder rack All models (_)ffer d9pendab!e
Connects to rack with pigtails to increase capacity and convenient ways to fill
Chrome plated brass CGA-870 yokes and discharge medical gas
All brass manifold header rated 3000 psi cylinders.

Header painted epoxy white
4 rubberized wheels — 2 locking / 2 fixed

eawreloescmemon | owmsows | oweewr

FEC-1-12 12 Cylinder Fill Rack with Isolation Valve \\ABP XHARP XD24° 5
FEC2-12 12 Cylinder Fill Rack without Isolation valve WWABP XHAS® XD24° 75H#
FEC-1-20 20 Cylinder Fill Rack with Isolation Valve W720 XHASP XD24° 115#

FEC-2-24 24 Cylinder Fill Rack without Isolation valve W720 XHAS° XD24° 115#




LOAD-N-LOC CYLINDER CARTS

32 2E° CYLINDER LOCKDOWN CART

18 gauge all steel construction
Durable powder coat finish
Plastic cylinder supports
Heavy duty rubberized wheels
2 wheels lock

Dimensions:

Weight:

Part # FET-3-32

Western’s Load-n-Loc cart locks the cylinders
within its own frame, greatly reducing the
possibility of accidental cylinder ejection. All
carts are manufactured to meet DOT’s
requirements of securing cylinders within the
cylinder transporter. Traditionally the industry
has secured the cylinder transporter to the
delivery vehicle. Now the cylinders can be
secured through out the delivery cycle. The
Load-n-Loc carts require very little maintenance
and are manufactured for long life.




CYLINDER TRANSPORT CARTS

24 CYLINDER TRANSPORT AND STORAGE RACK

All steel construction

Durable powder coat finish
Removable handle

4 rubberized wheels

2 wheels lock

Holds C, D, and E cylinders
Dimensions W 20.5°% H 35°- D 30°
Weight: 60 Pounds

Part # FET-1-24

24/48 CYLINDER @MULTI-DUTY® TRANSPORT CART

Cart designed to hold 24 2E° cylinders. Rack cover, when attached to cart, provides lock-down

for shipping purposes or rack cover may be used as optional 24 cylinder floor rack. Inverting
cover on rack converts cart to hold 48 2D° or 2C° cylinders

All steel construction

Durable powder coat finish
Removable handle

4 rubberized wheels

2 wheels lock

Holds C, D, and E cylinders
Dimensions W 20.5°- H 35°- D 30°
Weight: 60 Pounds

Part # FET-2-24




OPTIONAL FILL CONNECTORS

MEDIMATEZ2 + CGA 540 2QUICK-CONNECT®

The fastest and easiest CGA-540 connection yet. The CGA-540
gas connector requires no hand tool tightening or repetitive
twisting of conventional hand tight connectors to make a gas
tight seal

Specifically designed for the new self-contained medical
cylinders and inverted rack filling applications.

Stainless steel and brass components.

Sleeve activation

%:° Female right angle or ¥2° male straight design

Rated at 3600 PSI

Weight 22 ounces

ltem #MM2

MEDIMATEL + CGA 870 YOKE QUICK CONNECTOR

The safest and most efficient method of filling medical post valve
type cylinders. Just place over the valve and pull the lever.
Increases productivity by 30-50%.

Black anodized aluminum body.
Delrin actuator lever.

Cleaned for oxygen service.
Stainless steel actuator piston
Rated at 3600 PSI

Weight 15.5 ounces

ltem #MM1

CHROME PLATED MEDICAL FILL YOKES

High quality solid brass forged medical fill yokes with chrome plating
for durability.

Cleaned and packaged for oxygen service.
Available with CGA, °© & %2° male NPT end connections.
Standard T-handle and deluxe hand tight connections are

available.
Mar-1 CGAH40 Mele XCGA-870 | T-Handle Photo shows a standard OGA 540 hand tight pigtail connection with a CGA 870 hand
MB7-1H | CGA-540 Male X CGA-870 Handtight tight yoke connector. Handtight design provides flexibility in filling all-in-one and post
MB7-4 | P Mele X CGA870 T-Hendle valve type oyfinders.
MB7-4H | ¥ Male x CGA-870 Handtight
M37-8 ° Male x CGA-870 T-Handle
MB7-4H ° Male x CGA-870 Handtight




HIGH PRESSURE HOSES & PIGTAILS

STAINLESS STEEL BRAIDED HOSE + 3000 PSI & 6000 PSI
High quality stainless steel braid, Teflon core, °female brass ends
for 3000 PSI service pressure and ° female stainless steel ends for
6000 PSI service. Oxygen Cleaned.

Length Part # 3000 PSI Part # 3000 PSI Part # 6000 PSI

Economy
18° PF2-4-18 PF-4-18 PF-4SS-18
240 PF2-4-24 PF-4-24 PF-4SS-24
36° PF2-4-36 PF-4-36 PF-4SS-36
48° PF2-4-48 PF-4-48 PF-4SS-48
60° PF2-4-60 PF-4-60 PF-4SS-60
720 PF2-4-72 PF-4-72 PF-4SS-72

SPRING GUARD PIGTAILS

Western stainless steel braided pigtails are available with an optional galvanized carbon steel spring guard.. Ends are
secured to fittings to control dwhipping?® if pigtail breakage should occure. Also prevents hose kinks. Available with inlet or
outlet swivel adaptor.

RIGID PIGTAILS
Western rigid pigtails are available in a variety of styles.

CUSTOM PIGTAIL ASSEMBLIES

Western specializes in manufacturing custom hose assemblies in a variety of lengths and in any
combination of compatible CGA fittings. Call customer service for details. Refer to Western's catalog
#18 for complete information on hoses and designs available from Western.

CALL WESTERN’'S CUSTOMER SERVICE DEPARTMENT AT 1-800-783-7890
FOR PRICING & DELIVERY INFORMATION.



